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*+ 3,000 Lb load capacity
+ 8” heavy duty non-marking casters

+ Can carry up to 22 gypsum boards of 1/2”
* Heavy Duty construction for intensive use
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BUILT FOR SAFETY
You can trust Metaltech BuildMan™ Grade products for their contractor-specific
SERIES 3000 features, such as higher load capacity and heavy duty construction for more

WELDED demanding tasks.

WALL HAULER

FULLY WELDED
FRAME
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CAN CARRY UPTO
22 GYPSUM BOARDS 3,000 LB
OF1/2” LOAD CAPACITY
|
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HEAVY DUTY
NON-MARKING
8” CASTERS
WALL HAULER™ SERIES 3000 WELDED
ASSEMBLED DIMENSIONS (WXDXH) 49.25X22.25X 48.5IN. (125.1 X 56.5 X 123.2 CM)
PACKAGE DIMENSIONS (WXDXH) 49.25 X 22.25 X 38.25 IN. (125.1 X 56.5 X 97.2 CM)
PLATFORM DIMENSIONS 11.5X42 IN.(29.2 X 106.7 CM). Can carry up to 22 gypsum boards of 1/2 in. (13 mm).
CASTERS 8 IN. (20 CM) - 4 SWIVEL CASTERS, 1 DIRECTIONAL LOCK AND 1 CASTER BRAKE
HANDLE BAR 1.25IN. (3.2 CM) OUTSIDE DIAMETER. 14 GAUGE STEEL
FINISH POWDER COATED
WEIGHT 80 LB (36.3 KG)
LOAD CAPACITY 3,000 LB (1,361 KG)
MODEL I-BMD3131YGR
upPC 778300000104
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